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/ | Specifications
- DESCRIPTION MATERIAL OPERATING

* Fastest installation of flexible NYLOM conduit TEMPERATURE
* Liquid tight - will meet NEMA 4x. FITTINGS Nylon &/ 40°F to 24 2°F
* QOptional O-Ring or Seal Ring. (-40PC o 100°C)
* No tools required! Simply push flexible conduit into the fitting. | STANDARD | Nylon & bl

The locking hook retains it securely in position. tn ot _ ity
* To remove conduit, lift outside recessed tab with screwdriver, Eﬂﬁﬁ#ﬂ E?ﬁtg':&,r uimalar ﬂﬁﬁﬁuﬁm

SM - Straight Fittings

The fastest and most labor saving method to connect flex-
ible nylon conduit to a push-in fitting. The nylon conduit is
inserted into the fitting until the hook snaps over the ridge
of the corrugated tubing. The conduit can be mounted
rigid for liquid tight (NEMA 4x) or turnable for non-liquid
tight (NEMA 2).

EM - 90° Snap Elbow Fittings

Combines the unigque 20° snap elbow and straight
push-in fitting for easy installation of wires into an
elpow fitting. The "straight” elbow is snapped together
after the wires have been installad, resulting in a liquid
tight 20° elbow fitting.

' SM - Straight EM - Elbow .
Hacg e STANDARD and SUPER FLEX Conduit
Lt E —! This STANDARD corrugated conduit is made of lame
retardant Mylon. The conduit is suitable for fixed and
— |~ T moderate flexing installations. (See page 28)
Ble-C = D . . .
The SUPER-FLEX conduit is made of a special plastic
R blend, greatly increasing the flex-life of the conduit. It
Locking Nuts, is the perfect solution for drag chain and robaotics appli-
Bee page 2. cations, with high cycle life expectancy, UV and impact
[Cirdered 3 :
Separately) suggested Clearance Hole for resistant at low temperatures, tough and abrasion
Hon-Threaded Mounting it resistant. Size & & 14 is not available in this material.
PART NUMEBER3 TL';EE:-’?D FITTING DIMENSIONS INCHES (MM) CORRUGATED CONDUIT
&M - Straight| EM - Elbow | szf A B C D E F/Fy |MNominal| Roll |PART NUMBERS
Forthread | CHEFancs | Thread | Helght | Length | Helght |Wrenching | Conduit|Length| STANDARD
|: | S[ECS B Holg Langth Flats Size
page 23 | .o .5 o | NIpplES & MIpplee & -

Black Black O " | ppows | Nipples | Ebows | Elbows | Elbows (Feet) | hylan
SMO9ARA-BE | EMOUAA-BE PG Y B0i15.2) .31 (8) | 91 (23) 160043 .91 (23) [F07 rsem| 10 164 EM-1013-BK
SMOONA-BE | EMOSNA-BE | 38" NPT | 68 (17) [ .60 (15 | .94 (23) [1.69043)] .01 (23] [&07 0w 40 164 Shl-1 01 3-BK
SMAGMA-BK | EMIEMABK |Mi6x 15[ 48 (120 | .31 (8) [ 91 (23)[1.60043)) 91 (23) [&07 7w 10 164 Sh-1013-BK
SM11AABE | EM11AA-BE PG 11 73 (1aa) . (8) | 00 (25) [1.80048)) 1.06 (27) |80 e 42 164 SM-1216-BK
SM20MA-BE | EMZOMABK [M20x 15[ 70 20y [ .35 (0) [1.10(28) [2.04(52)[1.200206) O4(24) [ 14 | 164 | SM-1410-BK
SMA2AABK | EMA3AA-BK | PG13.5 | B0 (200 .35 {0) [1.10{28)|2.04(52)| 1.20(20.5) .94 (24) 14 164 Sh-1419-BK
SMAGAABK | EMIGAA-BK | PGT6 | .BA (22) |.30(10) [1.14(20) [2.20(56) T25(326) 16 (27) | 17 | 164 | SM-172-BK
SMIEMA-BK | EMZSMABK |M25x 15| 0o (25) | .43 (11) [1.26(32) [2 75700 1.57 (40) [***™wpel 23 | 164 | sM-pas0pK
SMAEMA-BK | ENYGNA-BE | 1727 NPT [ g3 (21) | .61 (13) |1.14{29) |2.20(56)| 1.28(32.6)] 1.06 (27) 17 164 SM-1721-BK
SM2AAABK | EMZAA-BK | PG [1.42 (28) | .43 (11 [1.26032) |2.760700[ 157 (40) [ ™ anm| 29 | 164 | SM-2320-BK
SMZTNA-BE | EMZTHA-BE | 34 NPT [1.05 (27) | .57 (13) [1.26(32) |Z76(70)| 157 (40) [0, | 29 164 BM-2320-BK
SM32MA-BK | EM32MA-BK [M32x1,5]1.26 (32) | .43 (11) [1.38(35) |3.27(83)| 2.08(51.5)| 1.65 :42[?3 29 | B2 | SM-2004-BK

[ EMEORA-BE | PG 20 (147 (37) | 43077) [1.35036) [3.27(eq)| 2@ (B16)| TEGTHT | 20 | BZ | SM-2034-BK
SM20MA-BK | EM2ONA-BK | 17 NPT [1.35 (34) | .50(15) |1.38(35) |3.27(83)| 2.00 (51.5)| 165 (42) | 29 B2 | SM-2084-BK
PGAG |1.05 (470 | .61 (13) [1.61(4) - - 1.87 (50) ar B2 aM-3642-BK

SM43AA-BK PG48 |2.34 (50) | .55 (14) [1.84(48)| — — [252(64) | 50 | B2 | gp-d4054-BK




