ST - Liquid Tight Straight and ET - 90° Elbow

TURN-TO-SEAL Fittings

A CE
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Thess Turn-to-seal fitings fit the same conduit as the SM Push-in fittings. They offer an economical solution for maching builders.
The elbow has a smooth inside transition, making installation of cable and wires easy.
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Straight s size | cowourr | _ P B C D E F (G H I
For tead | SZE | T | Body | Hee | Hex | nside | Thread | Eow | Bbow | inskds
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Black Black stragnt | swalgrt | straignt | 35 glmalght | Elbows | Elbows | Elbows | Elbows
STO7TAR-BK, T @ NPT & | .31 (8) [1.02(26)| 76(10) B7i22)| A1 (8 | - = = =
STOOAA-BK | ET0OAA-BK | PG O 10 |.3108) | on(2s)| 7epo) ariem| 43 (1) |81 i@ | 224 (57| 04 24)| 43 (1)
STI1AA-BK | ETT1AABK | PG 11 12|31 (9) [1.02(26)| .87 (22)] .04 (24)[ .56 (14) |.31 (8) | 2.52 (64) |1.14 (20) | .66 (14)
STINA-BK | ETHINA-BK | 28" NPT | 12 | .sspdy[1.0627 | a7 ol o4 ieayl 47 (423 a2 a4y | 252 i64) [1.44 (20| 47 (12)
STIGAA-BK | ETTGAA-BK | PG16 | 17 |.31 (8) |1.10(28)|1.06 (27)[ 1.18(30)| .66 (14) .21 (8) | 2.68 (68) [1.90 (38)| .65 (14)
STIGNA-BK | ETIENA-BK | 1/2" NPT | 47 | .51 (19)|1.40(28)|1.06 i#7)|1.18.(30)| .55 {14) | 40(10.2)| 260 (58) |1.3033) | .65 (14)
STZIAA-BK | ETZIAABK | PG 21 5 .30 (10)[1.34(34) [1.46 (37)[1.50 (38)] .57(145)|.30 (10) | 341 (79) [1.61 (1) [ .57 (14.5]
ST2NA-BK | ETZANA-BK | 34" NPT | 23 | .51 13)[1.54 (34) | 1.46 (37} 1.50 038)| .75 (12) [ 43 (11) | 341 {70} [1.81 (41} | 75 (19)
STPORADK | ETZORADE | PG20 | 20 | .39 (10) (155 (381 (1.87(46)[1.81 (46)| 122 (37) |39 (10) | 3.74 (95) | 296 (56 [1.22 (31]
STRONA-BK | ET20NA-BK | 4"NPT | 20 | .75 (100 [1.54 (34) | 1.94 (460 1.84 46| 1.00 (28) |43 (11) | 374 {95} [2.18 (55) [1.02 (26)
STIBAR-BK PGI6 | 37 | .50 (15)|1.77 (36) |2.16 (55)| 2.44(62)| 156(308)| — P = =
STALAA-BK pa4s | 80 |.71(18)|1.07 (s0)| 256 (6s)| 27 (73)| 20is E) | - - - -
Corrugated Conduit (Other materials available.) R CE
PART NUMBERS  [NOMINAL|] ROLL CONDUIT FIT
STANDARD | SUPER FLEX| " 00| LENGTH TURN-T0-5EAL| SPECIFICATIONS:
g‘nl:r:'jans!t?r DX0D  (DxX0D) FITTINGS | Liquid fight per NEMA 4x {IP 65}
Hytan ERstomer {Featy | Inches immj ST&ET | Materials (Black):
SRFOAT-BR T T6F [ 33% 8 [Esaiig| Pa T, A e | Conduit (STANDARD) - Nylon &
SME04%-BK | SM1042-HY | 10 | 164 | 30% .51i10.0x13.0) PG 0 Conduit (SUPER FLEX)  Modified Polyester Elastomer
SNF1Z16-BK | SME1216-HY | 12 | 164 | 47 x .61(120x15.5)| PG 11, %8 NPT| Fittings & Brackets: Nylon 648
SM-1410-BK 14 | 184 | 55x 73(14.0x185)] PG135 | Operating Temperature: .
SNFITZ1-BR | SNFITZT-HY | 17 | 164 | B5x .B3(16.5 x21.0)| PG 16, 172" NPT| Mylon 6 & 66 -40°F to 230°F (-40°C to 110°C)
SM-2328-BK | SM-2328-HY | 23 | 164 | 80x1.12 {225 x28.5)| PG 21, 34" NPT| Modified Polyester -58°F to 266°F |-50°C to 130°C)
SNF2054-BE | GMF2034-HY | 20 | B2 [1.12x1.95(28.5 x34.5)] PG 20, 1" NPT | Elastomer
SM-3642-BK | SMeasdz-HY | 37 | 87 [1.42x1.66(36.0x42.0)  PG36
SNF4854-BK | SM-4854-HY | 60 | 82 [1.87x2.13(47.5%54.0) PG48
Snap-in Mounting Brackets (Other styles available.) W C€
PART NUMEERS] DIMENSIONS INCHES {MM)
| E j; SATNET Hnm:m A B ¢ D E
ke L CONDUIT | With Langth | Halgnt | K] | Ko Haks
s Black SIZE Hole @ | Racess @
ME-05-BK 10 |40 (12.4)[1.18(30)| .07 (23)| 18{4.5)]-20 (7.6)
— Dl ME-11-BK 12 |49 (12 401 18(300] .01 (22)[18{4.51].30 (7.6)
: MEB-16-BK 17 |50 (15) [1.38(35)[1.18(30)[22(5.6)] .57 (0.4]
: : MB-21-BK 23 |63 (18) [1.65(42)[1.50 (39)[26(6.61[46111.7)
rﬂdds.“f_"'e':l'””fmfmrg!g place. & [0 ] MB20-BK | 20 |63 (16) [2.01(51)[1.90 (49| 26(6.6) 46(117]
aterial: Black MNylon = MEB-26-BK 97 |71 (18] [2.40061)|2.01 (51)] 26(6.6)|.46(11.7)
MB-45-BK 50 |75 (10) |2.01(74)[2.52 (68)[26(6.6)[46(11.7)




